
Type
Rated voltage

ratio(V)

  Rated output(VA)

class 0.2 class 0.5 class 6P
Limit output(VA) Insulation level(kV)

JDZXF6-6GYW1

JDZXF6-12GYW1
5020 400

The potential transformers of the type JDZX6-6,12 are single-phase and casting

resin insulated products. There are used for metering electric energy, voltage

control and relay protection in the electric non-useful-ground neutral  system

up to 50Hz, 6,12kV. The transformers can be executed according to the

standards IEC60044-2 and GB1207-2006.

Summary

JDZX6-6/12 Voltage Transformer

1. Altitude: 1000m;

2. Ambient temperature: -5 ~+40 ;

3. Relative humidity: 85%;

4. This product has passed the direct vibration test with the intensify of 0.4g three sine wares. Equivalent to nine-degree earth

    quatee on the richter scale.

5. This product can be used his condition of pollution.

Model

J   D   Z   X   6  -  6,1 2

Rated voltage (kV)

Design sequence

With residual voltage winding

Cast insulated

Single phase

Potential transformer

Structure feature

This potential transformer is semi-enclosed type. The outside of the partly enclosed iron core is supported on the base.

Ambient condition

Technical specification

30
7.2/32/60

12/42/75

Outline dimension

Summary

These  seri es of  potential transformer are single phase and full enclosed of

casting resin. They are used for measuring electric energy, voltage control and

relay protection in the electric non-useful-ground neutral system up to rated

frequency 50Hz or 60Hz and rated voltage 12kV. The transformers can be

executed according to the standards IEC60044-2 and GB1207-2006.

JDZ(X)8-12R Voltage Transformer

The types of potential transformers have much merit, such as: electric arc resistance, ultraviolet ray and aging resistance, long

creepage distance, little partial discharge and large caliber of resistance to over-voltage. The primaries of the products are

protected with fused. The fused is installed inside the transformer, The fusible cutout's fused current can match the transformers

short-circuit force.

With fuse

Rated voltage (kV)

Design sequence

With residual voltage winding

Cast insulated

Single phase

Potential transformer

Model

J   D   Z   X   8  -  12   R

Structure feature

1. The fuse type: JDZ8-10R: XRNP -12, 0.2A,50kA. JDZX8-12R: XRNP -12 type, 0.5A, 50kA(If special need, please notice

    when order);

2. If being requested to connect the computer, the secondary load of class 0.2 or 0.5 class can up to 1VA.

Technical specification

Type
Rated voltage

ratio(V)
0.2 0.5 1 6P

Limit output(VA)
Rated insulation

level(kV)

Accuracy class and rated
output(VA)

3.6/25/40

7.2/32/60

12/42/75

3.6/25/40

7.2/32/60

12/42/75

JDZ8-12R

JDZ8-12R

3000/100 or 3000/220

6000/100 or 6000/220

11000/110 or 11000/220

30

20

50

40

100

100 50

500

300

6000/ 3/100/ 3/100/ 3/100/3

11000/ 3/110/ 3/110/ 3/110/3

3000/ 3/100/ 3/100/3

6000/ 3/100/ 3/100/3

11000/ 3/110/ 3/110/3

57 58

JDZXF6-12GYW1 (12kV)  JDZXF6-6GYW1 (6kV)
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JDZX8-10R Outline dimension

JDZ8-10R Outline dimension

Summary 

LZZBJ71-12W Current Transformer

The LZZBJ71-12W current instrument transformers are fully enclosed and

cast in epoxy resin. The transformers are special for electric systems of rated

voltage of 12kV and rated frequency of 50Hz / 60Hz. The y are used for

outdoor mounting. The performances of the products meet the standards

IEC60044-1 and GB1208-2006.

Ambient condition

1. Ambient temperature: -25  ~ 40 .

2. Note: For customization, the ambient temperature can be as low as -40 . 

3. Relative humidity: lower than 85% at 20 .

4. Indoor conditions of mounting, dry and free from dust,  smoke, co rrosive

    gases, vapors or salt.

5. The products withstand the direct vibration test on intensity with 0.4g three

    sine waves, which is correspondently 9.0 Richter scale. 

6. Pollution level: IV

Model

L   Z   Z   B   J   71   -   12   W

Outdoor installation 

Rated voltage (kV)

Design number

Reinforced type

With protective class

Casting insulated

Post type

Current instrument transformer

Technical specification

The product is fully enclosed and excellent in protection against pollution and condensation. It is light and compact, so it can be

installed flexibly.  

1. Rated insulation level: 12/42/75kV.

2. The rated current and accuracy class are displayed in the table below.

3. Partial discharge (PD) level corresponds to standard IEC60044-1.  

4. When transformer is working  with protection relay, the lower limit of secondary winding load can be as low as 1VA for accuracy

    class 0.2 and 0.5.

LZZBJ71-12W

5-100/5

150-300/5

400/5

500/5

600/5

800/5

1000/5

1500/5

0.2S/10P15

0.5S/10P15

0.2/10P15

0.5/10P15

Accuracy class and rated output (VA) 

10 15 15 20 20

200 l 1n

150 l 1n

45

45

63

63

80

80

1s thermal
current

(kA)

Rated
dynamic

current (kA)

500 l 1n

375 l 1n

112.5

112.5

157.5

157.5

200

200

Type
Rated primary

current(A)
Primary

ampere-turn 0.2S 0.2 0.5S 0.5 1

59 60

216

4
0 3
0

55

2
5

2
8

6

170
25 306

190

270

160
140

A

1
4

0

1
6

0

20

360

305

6-
13

Name Plate

Front view Side view Vertical view
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